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VEC R9 O—‘ ELECTRICAL SPECFICATIONS @25°C
1CT : 1CT . )
D1+ R2 O e o J1 TX1+ 1. Turn Ratio .‘ICT.lCT * 5%
e 3|2 220F 2.0CL: 350uH Min @LOOKHz , 0.1V ,8mA
2 LRl o r‘ { ~— | TR ¢ L 120uH MIN @ 100KHz, 0. 1V, 18mA
= E E 1CT : 1CT [ [ v 3. Insertion Loss (dB Max) :
o M2ERro Lo o — oJ3 M2+ B 1-100MHz: ~1.0 100-125MHz: ~1.2
L e ! Q 4.Return Loss(dB Min) :
Z e Slle__C 750 o
= TD2- R3 © O J6 TX2- é% 1-40MHz: -16 40-60MHz: -12
o [ [ 10T : 101 [ [ [ 5 60-80MHz: 10 80-100MHz: 8
TD3+ R6 O e s aers 0J4 TX3+ O 5.DCR: 1.2 OHMS MAX
5 ~ e i n 6. Cross Talk:
E ~ sfe__ L ¢ 750 kX ' ' :
O TD3- R5 O O Jb TX3- 52 1-100MHz: -30dB Min.
D4t RS O ( ( . . [ [ ( o J7 TX4+ 7. Common Mode Rejection(dB Min):
O | = (T T e 1-100MHz: -30
D R o =~ J|[¢ K g 0 1 e 8.DC CURRENT/VOLTAGE RATING-PSE PINS:
1000pF/2KV L 720mA Max @57 VDC Continuous
GND R10 9. Isolation Hi-Pot: 2250VDC
_ . = 10. Operating Temperature Range: —40°C~+85C.
PSE- RIL'O Sanel L 100ve SHIELD
0.
PSE+ R12 O ® .
Standard LED Color|LED Wavelength | Forward |Typical (V TYP)[ Luminous Intensity
(V AX)
GREEN 560-580 nm| 2.5V 21-2.V 9-25 MCD
{YELLOW YELLOW YELLOW 580-610 nm| 2.5V 2.1-9.N 9-30 MCD
13 15
GREEN X GREEN X
H 16 o 090 A Tou LINK-PP INT' L TECHNOLOGY CO., LIMITED
LEFT LED RIGHT LED o r0.25 |oHD:  JAMES
TITLE: RJ45 . Transformer. 1000 Base-T.
Pin| Green|Yellow Green|Yellow KR +0.05 DR: LEO 2X4 Port For PoE+ Application
P13 + - P15 + - ANGLES +1° |UNIT:  mm PARTNO-= 1 P 7G4 T74201A4NL
P14 - + P16 - + _@_ E SCALE: 21 SHEET: /2 REV: A DWG NO. : LP16092113
LINK-PP Website: http://www. link—pp. com Fmail: info@link-pp. com Tel: +86-0752-3322916 Fax: +86-0752-3161926



AutoCAD SHX Text
PC BOARD CONNECTIONS

AutoCAD SHX Text
RJ45 CONNECTOR

AutoCAD SHX Text
LED Wavelength

AutoCAD SHX Text
Standard LED Color

AutoCAD SHX Text
Typical (V TYP)

AutoCAD SHX Text
Forward

AutoCAD SHX Text
580-610 nm

AutoCAD SHX Text
560-580 nm

AutoCAD SHX Text
GREEN

AutoCAD SHX Text
YELLOW

AutoCAD SHX Text
2.5V

AutoCAD SHX Text
2.5V

AutoCAD SHX Text
(V MAX)

AutoCAD SHX Text
9-30 MCD

AutoCAD SHX Text
9-25 MCD

AutoCAD SHX Text
Luminous Intensity

AutoCAD SHX Text
2.1-2.2V

AutoCAD SHX Text
2.1-2.2V


Mechanical:

59.14

Green/Yellow

PORT:

Green/Yellow

A

UPPER &

LOWER

PORT1 [

Green/Yellow

9.02

Green/Yellow

53.72

g =M
/Y ERWERWEARW]

51.18

37.21

23.24

16.13

7.75

3.69

2.42

2.16

0.38

PORT8

PORT7

32x@0.90

Connector Boundary

28.75
25.88
23.75

19.94

15.59

7.2
5.97
470,

2.80

7.62

25.88

3.81
11.53

118

0.83

2.54

10.54

13.97

53.34

2.28
3.05
3.82
4.52

58.93

Plug In Side

25.28

41.55

39.37 MAX

q =

3.81

3.50

10.92

53.34

HE

HE

8 00 8 066 6 00 6
0 P B )

e e
® 00 6 866 6 0O ©

®

REV. ECN NO. DESCRIPTION DATE APPD

A REL 2016/09/21

NOTES :
1. CONNECTOR MATERIAL:
HOUSING:PA66 BLACK UL94 V-0
INSERT:PA66 BLACK UL94 V-0
SHIELD:Brass
SHIELD PLATING:NICKEL
CONTACT : PHOSPHOR BRONZE
CONTACT PLATING:SELECTIVE GOLD, 50 MICRO-INCHS MIN IN CONTACT AREA
2. PIN NOT ELECTRICALLY CONNECTED MAYBE OMITTED SEE ELECTRICAL DRAWING
FOR OMITTED PINS
3.RJ45 CAVITIES CONFORM TO FCC RULES AND REGULATION PART 68.
4. THE PART IS RECOMMENDED FOR WAVE SOLDERING PROCESS PEAK SOLDERING
TEMPERATURE IS 260° C MAX, 10 SECS MAX
5. OPERATING TEMPERATURE T=-40° C TO +85° C.
6. STORAGE TEMPERATURE T=-40° C TO +85° C.

Suggested Panel Opening:

METAL PANEL —=t 2.16+0.13
7 g
0
0=
=)

77, 77,

{=-——60.5840.13—=t

26.20+0.130]

PCB

0.38+0.013]

X:X +0.30 |APPD:  TOM

LINK-PP INT’ L TECHNOLOGY CO., LIMITED

X: XX +£0.25 |CHKD:  JAMES

TITLE: RJ45 . Transformer. 1000 Base-T.

X: XXX 2X4 Port For PoE+ Application
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